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KEEP	LIFE	FLOWING!	
	

	
	
	

	

	

TURN-KEY	

HOT-TAP	AND	LINESTOP	SOLUTIONS	
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Fittings	
Spherical	3	Way	Fitting:	

 

Full	Encirclement	3	Way	Fitting	

	

Conduit	Barrel	3	Way	Fitting	

	

Reinforcement	Pad	Type	3	Way	Fitting	

	
	

Area	of	Application	 Sizes	Available	

Hot-tap	 4=	3	36=	

Linestop	

Plugging	 Pressure	Classes	

	
ANSI	Class:	

150	to	900	
	

Area	of	Application	 Sizes	Available	

Hot-tap	
2=	3	48=	

Linestop	

Plugging	 Pressure	Classes	

	
ANSI	Class:	

150	to	900	
	

Area	of	Application	 Sizes	Available	

Hot-tap	 16=	3	48=	

Linestop	

Plugging	 Pressure	Classes	

	
ANSI	Class:	

150	to	900	
	

Area	of	Application	 Sizes	Available	

Hot-tap	 3=	3	48=	

	

	 Pressure	Classes	

	
ANSI	Class:	

150	to	900	
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Linestop	Fitting	

	

Reinforcement	Pad	Type	Connection	Fitting	

	

Threaded	Nipple	Fitting	

	
	 	 	

Area	of	Application	 Sizes	Available	

Hot-tap	 4=	3	60=	

Linestop	

5	Position	Linestop	 Pressure	Classes	

Plugging	
ANSI	Class:	

150	to	900		

Area	of	Application	 Sizes	Available	

Hot-tap	 3=	3	48=	

Gas	Bag	Applications	

Purge	/	Vent	Applications	 Pressure	Classes	

	
ANSI	Class:	

150	to	900	
	

Area	of	Application	 Sizes	Available	

Hot-tap	 2=	3	3=	

Pressure	Equalization		

Purg	/	Vent	Applications	 Pressure	Classes	

Instrument	Installation	
ANSI	Class:	

150	to	900	
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Typical	Operations	
(Sizes	1/2=	3	60=	from	ANSI	Class	150	to	900)	

	

Hot	Tap	Services	

	 	

	 Hot-Tap	with	Spherical	3	Way	Tee	 Hot-tap	with	Tapping	Fitting	(Horizontal)	

	

Hot-tap	with	Full	Encirclement	3	Way	Fitting	
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Linestop	(Rerouting)	Services	

	 	

	 2	Position	Linestop	with	Temporary	By-Pass	 2	Position	Linestop	with	Sperical	3	Way	Fittings	

	 	

	Line	Connection	through	Sperical	3	Way	Fittings	 Obstacle	Avoidance	with	Spherical	3	Way	Fittings	

	

Live	Rerouting	through	Conduit	Barrel	3	Way	Fittings		 	
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Repair	Solutions	
LEAK	REPAIR	

Metallic	Repair	Solutions	

	 Low	Pressure	 High	Pressure	

  
 

SPITZE	CLAMP	

 
 

Elastic	Repair	Solutions	
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Composite	Repair 
Pipeline	Repair	-	External	

	 	
	

Pipeline/Tunnel	Repair	-	Internal	

	
	

Tank	Repair	(Internal	/	External	/	Roof)	
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Pig	Traps	and	Closures	
Pig	Traps	

	
4=-	36=	Class	150	/	300	/	600	

Pig	Trap	Closures	

	 	
	 Pig	Trap	Closure	 Pig	Trap	Closure	
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Water	Pipeline	Products	
ProVana®	

	
This	product	is	designed	to	insert	a	valve	to	the	pipeline	without	shutdown	

It	is	currently	available	in	DN100	to	DN300	sizes	and	up	to	PN16	pressure	class	

	

Mechanical	Connection	Fittings	

	
	 3	Way	Mechanical	Fitting	 Mechanical	Linestop	Fitting	
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Other	Operations	
	

In-Service	Welding	

	

Cold	Cutting	
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Historical	Progress	
	

2005: Founding of the first private Turkish Hot-tap and Linestop Service Center 

2006: Performing the first private turn-key Hot-tap and Linestop services in Turkey 

2007: Manufacturing of the first Turkish Hot-tap and Linestop fittings 
Design approval by Turkish Lloyd’s  

2008: Founding of PROTAP as commercial entity 
Brand registration 

2009: ISO 9000 and CE Certification 
Manufacturing of the first Turkish pneumatic tapping machine with 1” – 4” Class 600 capacity  

2010: First Turkish Sandwich Valve design and manufacturing  
 First Spherical and completely Turkish Conduit Barrel manufacturing 

2011: Manufacturing of the first Turkish pneumatic tapping machine with 2” – 8” Class 600 capacity  

2012: Procurement of Hydraulic Tapping Machine with 4”-12” Class 600 capacity 
Manufacturing of the first Turkish mechanical Linestopping equipment with 4”-12” capacity  

2013: Completion of the design for Sandiwch Valve range up to 20” Class 600  

2014: Procurement of Hydraulic Tapping Machine with 12”-42” Class 600 capacity 
Manufacturing of the first Turkish hydraulic Linestopping equipment with 36” capacity 

2015: Largest diameter Linestop operation completed on 16” Class 300 pipeline using  all-Turkish equipment 

 Our first hot-tap operation on BOTA_ Natural Gas Pipeline 

2016: Our first water pipeline Linestop Operations (20”)  
 24” Class 600 Sandwich Valve built 
 EPA Attikis of Greece (Athens) became our first EU client 

Installed a valve at the Kajaki Dam (Afghanistan) on the turbine line without stopping the flow, using Hydrastop’s InstaValve method 

Successful completion of valve installations without stopping flow on 1SK1 Pipelines using Hydrastop’s InstaValve method 

2017: Successfully completed 24” Linestop operations using equipment and fittings entirely developed and built by PROTAP 

2018: Designed and built InsertVana system for water pipelines. 

2019: Designed and built 36” 600# Hot-tap and Linestop Fittings. 
 Designed and built 32”Sandwich Valve. 
 Built 48” Anchor Flange. 
 Designed Pig Trap and QClose Closures. 

2020: Designed and built Hydraulic Hot-tap machine for hot-taps 6” upto 20” Class 600 
 Designed and built 40” Sandwich Valves 
 Started operations on LPG and Naphtha Lines 

2021: 36” 600# Double with machines and products produced entirely by our own means 
Linestop operation with double position completed successfully 
We moved to our new 2,800 m2 factory (June 2021) 

- Our approval process for operations by BOTA_ has been completed (September 2021) 

- Our approval process for production and operations by GAZDA_ has been completed (September 2021) 
- Completely domestically designed, manufactured and tested 24” capacity Hot-tap machineb completed (October 2021) 

2022: Performed circa 200 Valve Insertion operations with PROVANA products 

2023: Performed 24” Class 900 Double Position Linestop operation with all in-house designed & manufactured products and equipment 
 Performed first operations on Amine Lines at Petrochemical Plant 
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PIPE	AND	TAPPING	DIMENSIONS	
	

Dimension Wall thicknesses acc. to ASME B36.10 OD Vol Hot-tap Size (inches) 

Nom 

Diam. 

Inches 

OD 

mm 
Units STD XS sch40 sch80 sch120 sch160 XXS M3/m 

Hot-tap 

Cutter OD 

Linestop 

Cutter OD 

2 60.3 
mm 

kg/m 

3.91 

5.44 

5.54 

7.48 

3.91 

5.44 

5.54 

7.48 
  

8.74 

11.11 

11.07 

13.44 
0.0029 1.438” 1.875” 

3 88.9 
mm 

kg/m 

5.49 

11.29 

7.62 

15.27 

5.49 

11.29 

7.62 

15.27 
  

11.13 

21.35 

15.24 

27.68 
0.0062 2.438” 2.875” 

4 114.3 
mm 

kg/m 

6.02 

16.07 

8.56 

22.32 

6.02 

16.07 

8.56 

22.32 

11.13 

28.32 

13.49 

33.54 

17.12 

41.03 
0.0103 3.438” 3.938” 

6 168.3 
mm 

kg/m 

7.11 

28.26 

10.97 

42.56 

7.11 

28.26 

10.97 

42.56 

14.27 

54.2 

18.26 

67.56 

21.95 

79.22 
0.0222 5.469” 5.938” 

8 219.1 
mm 

kg/m 

8.18 

42.55 

12.7 

64.64 

8.18 

42.55 

12.7 

64.64 

18.26 

90.44 

23.01 

111.27 

22.22 

107.92 
0.0377 7.312” 7.875” 

10 273.0 
mm 

kg/m 

9.27 

60.31 

12.7 

81.55 

9.27 

60.31 

15.09 

96.01 

21.44 

133.06 

28.58 

172.33 

25.40 

155.15 
0.0585 9.500” 9.875” 

12 323.8 
mm 

kg/m 

9.53 

73.88 

12.7 

97.46 

10.31 

79.73 

17.48 

132.08 

25.4 

186.97 

33.32 

238.76 

25.40 

186.97 
0.0823 11.500” 11.812” 

14 355.6 
mm 

kg/m 

9.53 

81.33 

12.7 

107.39 

11.13 

94.55 

19.05 

158.10 

27.79 

224.65 

35.71 

281.7 
  0.0993 12.750” 13.062” 

16 406.4 
mm 

kg/m 

9.53 

93.27 

12.7 

123.3 

12.7 

123.3 

21.44 

203.53 

30.96 

286.64 

40.49 

365.35 
  0.1297 14.688” 15.062” 

18 457.2 
mm 

kg/m 

9.53 

105.16 

12.7 

139.15 

14.27 

155.8 

23.83 

254.55 

34.92 

363.56 

45.24 

459.37 
  0.1642 15.062” 17.000” 

20 508.0 
mm 

kg/m 

9.53 

117.15 

12.7 

155.12 

15.09 

183.42 

26.19 

311.17 

38.1 

441.49 

50.01 

564.81 
  0.2027 17.000” 19.000” 

24 610.0 
mm 

kg/m 

9.53 

141.12 

12.7 

187.06 

17.48 

255.41 

30.96 

442.08 

46.02 

640.03 

59.94 

808.22 
  0.2922 21.000” 23.000” 

26 660.4 
mm 

kg/m 

9.53 

152.87 

12.7 

202.72 
          0.3425 23.000” 25.000” 

28 711.2 
mm 

kg/m 

9.53 

164.85 

12.7 

218.69 
          0.3972 25.000” 27.000” 

30 762.0 
mm 

kg/m 

9.53 

176.84 

12.7 

234.67 
          0.4560 27.000” 29.000” 

32 812.8 
mm 

kg/m 

9.53 

188.82 

12.7 

250.64 

17.48 

342.91 
        0,5189 29.000” 31.000” 

36 914.4 
mm 

kg/m 

9.53 

212.56 

12.7 

282.27 

19.05 

420.42 
        0.6567 33.000” 35.000” 

40 1016.0 
mm 

kg/m 

9.53 

236.53 

12.7 

314.22 

  

  

  

  
      0.8107 37.000” 39.000” 

42 1067.0 
mm 

kg/m 

9.53 

248.24 

12.7 

330.19 
     0.8941 39.000” 41.000” 

48 1219.0 
mm 

kg/m 

9.53 

283.60 

12.7 

377.79 
     1.1670 45.000” 47.000” 


